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Prise�Schuko�avec�prot.�Enfants

Référence Z-SD230-BS
Code 266876

Technische�Daten�nach�ETIM�4.0
Nominal current   A 16 A

Nominal voltage   V 230 V

Mounting type     Other

Colour     Cream white/electro white

Model     Protective contact

Halogen free     false

Cover     Other

Number of units     1

Lockable     false

With hinged lid     false

Connection type     Other

Surface treatment     Untreated

With child-protection     false

Frequency range   Hz 50 Hz

Label space/information surface     false

Eject-mechanism     false

Material quality     Thermoplastic

Switch-off function     false

Rotated central insert     false

Over voltage protection     false

Fault current protection     false

Special power supply     Other

Material     Plastic

Rated fault current   mA 0 mA

Type of fastening     Other

      false

Imprint/indication     Without imprint

With lighting     false

RAL-number (akin)     0

Type of surface     Not applicable

With miniature fuse     false

Suitable for degree of protection (IP)     IP20

Spannungsart     AC

Surface treatment     Untreated

Connection type     Other

Mit Klappdeckel     Nein

With hinged lid     false

Lockable     false

Number of units     1

Cover     Other

Halogen free     false

Ausführung     SCHUKO

Model     Protective contact

Colour     Cream white/electro white

Mounting type     Other

Nominal voltage   V 230 V

Nominal current   A 16 A

Rated fault current   mA 0 mA

Material     Plastic
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Special power supply     Other

Fault current protection     false

Over voltage protection     false

Rotated central insert     false

Switch-off function     false

Material quality     Thermoplastic

Eject-mechanism     false

Label space/information surface     false

Frequency range   Hz 50 Hz

Mit erhöhtem Berührungsschutz     Nein

With child-protection     false

Bemessungsspannung   V 250

Bemessungsstrom   A 16

Einbautiefe   mm 60

Suitable for degree of protection (IP)     IP20

With miniature fuse     false

Type of surface     Not applicable

Schutzart (IP)     IP20

Mit Kontroll-Leuchte     Nein

RAL-number (akin)     0

With lighting     false

Imprint/indication     Without imprint

Breite in Teilungseinheiten     2,5

      false

Type of fastening     Other


