
FFFFCC11SSNN 6.35 0.8 4.4 7.8 22.5 9.4

FFFFCC2255SSNN 6.35 0.8 4.4 7.8 22.5 9.4

FFFFCC66SSNN 6.35 0.8 6.3 7.8 25.0 10.2

Construction
- Polyamide insulation of high resistance.

Construction
- Gaine isolante en Polyamide haute résistance.

YY1100MMPP
YY66RR33BBAA11
YY1100MMYY33

1.5 - 2.5

4 - 6

0.5 - 1.5

Dimensions/Dimensions
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PREINSULATED TERMINALS AND SPLICES FROM 0.5 TO 6 mm2

COSSES PREISOLEES ET MANCHONS DE 0.5 A 6 mm2

- CONNECTIQUE  INDUSTRIELLE 

FFMMCC11SSNN 6.35 0.8 4.4 8.0 23.4 9.8

FFMMCC2255SSNN 6.35 0.8 4.4 8.0 23.4 9.8

FFMMCC66SSNN 6.35 0.8 6.3 8.0 25.6 10.6

Construction
- Polyamide insulation of high resistance.

Construction
- Gaine isolante en polyamide haute résistance.

YY1100MMPP
YY66RR33BBAA11
YY1100MMYY33

1.5 - 2.5

4 - 6

0.5 - 1.5

Section/Section Part Number Tab dimen./Tab dimen. (mm) Dimensions/Dimensions (mm) Tooling
(mm2) Part Number Width/Largeur Thick./Epaiss. ØB C L A Outillage

Fully insulated terminals male - Cosses mâles entièrement préisolées

Dimensions/Dimensions

Section/Section Part Number Tab dimen./Tab dimen. (mm) Dimensions/Dimensions (mm) Tooling
(mm2) Part Number Width/Largeur Thick./Epaiss. ØB C L A Outillage

0.2-0.75 SSOOUUDD  0055  1 .5 25.0 Transparent/Transparent

0.8-2 SSOOUUDD  1100  2 .7 42.0 Red/Rouge

2-4 SSOOUUDD  2255  4 .5 42.0 Blue/B leu

4-6 SSOOUUDD  6600  6 .0 42.0 Ye l low/Jaune

Construction
- Insulation according to SAE AMS-DTL-23053/4
Classe 2.

Construction
- Isolation conforme à la norme SAE AMS-DTL-
23053/4 Classe 2.

Solder splices with dual-wall heat-shrinkable insulation - Manchons préisolés étanches à souder
Section/Section Part Number Dimensions/Dimensions (mm) Colour

(mm2) Part Number Ø Int./Ø Int. Long./Long. Couleur

Polyamide fully insulated plug-in terminals female - Clips femelles entièrement préisolés polyamide


