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Heatshrink tubing

Heat-shrink polyolefin tubing 
for general use

ConnectorsConnectorsConnectorsConnectors

Mecatraction - SBI connectors 

Technical data 
Properties Standards CPX50 Typical performance CPX55 Typical performance 

Tensile strength IEC 60684-2 19 Mpa 15 Mpa
Elongation IEC 60684-2 530% 450%

Continuous operating 
- -55 °C to +125 °C -55 °C to +125 °Ctemperature

Minimum shrink 
- 110 °C 110 °Ctemperature

Longitudinal change ASTM D2671 ±10% ±10%
Specific gravity ASTM D792, A-1 1.25 g / cm3 1.00 g / cm3

Secant modulus ASTM D882 175 MPa max. 175 MPa max.
Dielectric strength VDE 0303 Part 2 26 kV / mm (according to thickness) 24 kV / mm (according to thickness)

Flammability UL 224 Non flame retardant Flame retardant
Elongation UL 224

after ageing test (168 h to 158 °C) 490% 300%

Resistance after heat shock IEC 811-1-2 (4 h to 200° C) 18 MPa 13 MPa
Low temperature flexibility ASTM D2671 (4 h to -55° C) No cracking No cracking

Water absorption VDE 0472 0.30% 0.15%

Chemical resistance Good Good

Ordering information:
• Refer to the dimensional table and select the size which will

shrink to at least the dimension required. If not fully shrunk
the resultant wall thickness may be less than that indicated
on the table.

• Standard length:
- continuous on reel
- 1.2 m length (suffix the PN with “L”)

• Standard colours:
- “BK”:  black
- “RD”: red
- “WE”: white 
- “BE”: blue
- “YW”: yellow
- “GN”: green 

• Two types:
- CPX55: flame retardant (all colours available)
- CPX50: non flame retardant (only clear available).
Note: CPX50 is non UL/CSA.

• Examples of orders:
- flame retardant tubing ref. 10, blue:
- For reel, order  CPX55-10BE
- For 1.2 m lengths, order: CPX55-10BEL

CPX50/CPX55

Inside expanded 
Ø (mm)

Length
(mm)Quantity

30 2.4 to 4.8 70
17 6.4 70
9 9.5 70
6 12.7 70
4 19 70
7 2.4 to 19 200

Assortment boxes with heat-shrink tubing

• Assortment of polyolefin tubing 
for multiple uses.

• Shrink ratio: 2/1.
• Length: 70 and 200 mm.

7310010 COFTHERMO

Part numberItem code


