
air

sanutal air
Herentalsesteenweg 85
2280 Grobbendonk
t : +32 (0)3 355.21.00   
F : +32 (0)3 355.21.09
info@sanutal.be - www.sanutal.be

FICHE
tECHnIquE

99.SLEEVE...

ALNOR® ventilation systems
is a legally protected trademark and technical patent. All rights reserved.
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Download AlnorCAM

Buy via B2B

d1

Dimensions

Description

Insulated ventilation duct sleeve 

SLVD-25/SLVD-50

SLVD flexible duct sleeve insulated with 25 mm or 50 mm 
glass mineral wool, coated with aluminum and polyester 
sleeve. SLVD sleeve is used for insulating round or oval ducts. 
SLVD sleeves are highly wear-resistant, do not transmit UV 
radiation and are resistant to chemicals. 
 
Packaging: 5rm sections in foil-wrapped rolls, packed in a 
cardboard box. 
 
Temperature range: From − 30°C to + 150°C 
 
The product is also available in the GREEN variant for low 
organic compound emission 
Code: SLVD-G 
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nom [mm]
d out

[mm]

Example identification
Product code: SLVD - aaa   -   bbb

type
thickness insulation

d1

80 82,0

100 102,0

125 127,0

140 140,0

150 152,0

160 160,0

180 180,0

200 203,0

225 229,0

250 254,0

280 280,0

300 305,0

315 315,0

355 355,0

400 406,0

450 457,0

500 508,0

560 568,0

630 638,0

710 718,0

800 810,0

Isolation flexible 
pour conduit rond
25mm - Longueur 10m

Pour isolation à l’extérieur de conduits ronds ou 
ovales. 
Gain de temps considérable car cette isolation ne 
nécessite aucune fixation spéciale.
Ne libère pas de gaz nocifs en cas d’incendie.
Livraison standard en rouleau de 10 m

Descriptif

Ø
100
125
150
160
180
200
250
315

Dimensions

Description de l’article

99 SLEEVE 100
ventilation isolation Ø


